
R
oH

S
C

om
pliant

D
im

ensions : Inches (m
m

)

6.0
5.5

6.0

2.6

5.0
4.5

4.0

φ3.60 ±0.04

2
17.7

3.5

6.0

1.0

5-1.30

3
1

9.2

5.5

4.5
4.00

5.5

6.0

2.5

5.00

12.213.5

5-0.8x1.8

P
C

B
 Layout (B

ottom
 view

)

9.2

6.0

4.00
4.5

2.5

5.00

5.5

12.213.5

16.6 8
67

5
4

N
ote: T = Threaded Bushing (M

6X
P0.5)

          N
 = N

on Threaded Bushing



R
oH

S
C

om
pliant

D
escription

M
aterial/Finish

Item

12345678

H
ousing

C
over

B
ushing

S
leeve

R
ing Shunt

Tip S
hunt

R
ing Spring

Tip S
pring

P
BT G

15 - Black, U
L94V

 - 0

P
C

 - Transparent

B
rass - N

ickel Plated

B
rass 0.4m

m
 Thick - Tin P

lated

B
rass 0.3m

m
 Thick - Tin P

lated

B
rass 0.3m

m
 Thick - Tin P

lated

B
rass, 0.3m

m
 Thick - Tin Plated

B
rass, 0.3m

m
 Thick - Tin Plated

S
pecifications

E
lectrical

C
ontact R

esistance: 30 M
illiohm

s m
axim

um
.

Insulation R
esistance: 100 M

ega ohm
s m

inim
um

 A
T 500V

D
C

.
D

ielectric Strength: 500 VAC
 for 60 S

econds.

M
echanical

Life: 5000 C
ycles.

Insertion Force: 0.3 - 2.0 kg.
W

ithdraw
al Force: 0.3 - 2.0 kg.

47568

A
B

C
D

8 6 7 4

68 4

E

8 4

8 7 4

S
chem

atic

 Audio Jack

D
escription

Part N
um

ber

S
PC

21344

Part N
um

ber Table

 Audio Jack
S

PC
21345


