
D
is

cl
ai

m
er

: T
hi

s 
do

cu
m

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

Dec 28, 2017

1

Product data sheet
Characteristics

TSXPCX1031
RS232 connecting cable for DTE terminal port -
2.5 m

Main
Accessory / separate part category Connection accessories
Accessory / separate part type Connecting cable
Accessory / separate part designation RS232 connecting cable
Accessory / separate part destination DTE terminal port
Cable length 2.5 m

Complementary
Range compatibility Modicon Premium automation platform

Twido
Magelis GTO
TSX Micro
Magelis XBT

Electrical connection 1 female connector mini DIN 8 pin(s)
1 female connector SUB-D 9

Kit composition 1 SUB-D 9-way female/25-way male adaptor
1 connecting cable

Communication port protocol Modbus
Uni-Telway
Character mode

Physical interface RS232
RS485

Product weight 0.17 kg

Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant  - since  1001  -  Schneider Electric declaration of conformity

Schneider Electric declaration of conformity

REACh Reference contains SVHC above the threshold  -  Go to CaP for more details

Go to CaP for more details

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=699072&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=699072&lang=en-us
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Product environmental profile Available

Product environmental

Product end of life instructions Need no specific recycling operations

Contractual warranty
Warranty period 18 months

http://download.schneider-electric.com/files?p_Doc_Oid=351372946

